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CD Recorder

Model XL-R910

SPECIFICATIONS
CD RECORDER SECTION
Sampling Frequency 44.1kHz
Frequency Response 20Hz - 20kHz
Minimum Input Level Analogue (LINE IN) 300mV (Full scale -12dB)
Signal-to-Noise Ratio 90dB (Playback)
Dynamic Range (1kHz) 90dB (Playback)
GENERAL
Dimensions (W x H x D) mm 270 x 95 x 353
Mass kg 3,4
FEATURES
Type 1-CD/CD-R/RW
CD PLAYER SECTION
Playable Media CD l

CD-R/RW for Music (Finalised/Unfinalised) l
Smart Random Play l
Programme Play l
Number of Programmes 30
Repeat Play l
Search (Track/Manual/Direct) l
CD-R/RW SECTION
REC Source Line (Digital/Analogue) l
Rec Level Control (Analogue In) l
Synchro Rec Digital All Tracks l

Digital 1 Track l
Finalise (CD-R: 2x/CD-RW: 2x) Manual (2x)
Unfinalise (CD-RW Only) Manual (2x)
Erase (Last Single Track/Last Multiple Tracks/All Tracks) 2x
OPC/Running OPC l
Auto/Manual Track Marking l
GENERAL
Line Input/Output l
Optical Digital Input/Output l
Coaxial Digital Input/Output l (Output)
Remote Control Unit l
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